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CHAPTER 28
AMBIENT AIR QUALITY STANDARDS

[Prior to 7/1/83, DEQ Ch 10]
[Prior to 12/3/86, Water, Air and Waste Management[900]]

IAC 5/14/03

†567—28.1(455B)  Ambient air quality standards.  The Iowa ambient air quality standards shall be
the national ambient air quality standards and the Iowa ambient air quality standards.

28.1(1) National ambient air quality standards.  The department adopts the national primary and
secondary ambient air quality standards as published in 40 Code of Federal Regulations Part 50 (1972)
and as amended at 38 Federal Register 22384 (September 14, 1973), 43 Federal Register 46258 (Octo-
ber 5, 1978), 44 Federal Register 8202, 8220 (February 9, 1979), 52 Federal Register 24634-24669
(July 1, 1987), and 62 Federal Register 38651-38760, 38855-38896 (July 18, 1997).  The department
shall implement these rules in a time frame and schedule consistent with implementation schedules in
federal laws, regulations and guidance documents.

28.1(2) Iowa ambient air quality standards.  The following additional ambient air quality stan-
dards apply within the state of Iowa:

a. Iowa ambient air quality standard for ammonia:
(1) The level of the Iowa ambient air quality standard for ammonia, measured by a method ap-

proved in the “Iowa Ambient Air Sampling Manual*,” is 150 ppb, daily maximum one-hour average.
(2) The Iowa ambient air quality standard for ammonia is met at an ambient air monitoring site

when the three-year average of the annual eighth-highest daily maximum hourly average ammonia
concentration is less than or equal to 150 ppb, as determined in the “Iowa Ambient Air Sampling
Manual*.”

b. Iowa ambient air quality standard for hydrogen sulfide:
(1) The level of the Iowa ambient air quality standard for hydrogen sulfide, measured by a method

approved in the “Iowa Ambient Air Sampling Manual*,” is 15 ppb, daily maximum one-hour average.
(2) The Iowa ambient air quality standard for hydrogen sulfide is met at an ambient air monitoring

site when the three-year average of the annual eighth-highest daily maximum hourly average hydrogen
sulfide concentration is less than or equal to 15 ppb, as determined in the “Iowa Ambient Air Sampling
Manual*.”

c. Implementation.  Implementation of these standards shall not occur prior to December 1,
2004.

*Available from the department.

†567—28.2(455B)  Iowa Ambient Air Sampling Manual.  Monitor siting requirements, data han-
dling procedures, approved monitoring methods and equipment, quality assurance requirements, and
requirements for public availability of the data for determining compliance with Iowa ambient air qual-
ity standards for hydrogen sulfide and ammonia, shall be in accordance with the “Iowa Ambient Air
Sampling Manual” adopted by the commission on April 21, 2003, and incorporated in this rule by ref-
erence.  The manual is available in the state law library and from the department.
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†Nullified by SJR 5 in the 2003 Session of the Eightieth General Assembly.


